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SITE STATISTICS

ZONING C-4  - SERVICE STATION COMMERCIAL

 REGULATION REQUIRED PROVIDED

C-STORE BUILDING SETBACKS

MIN. FRONT YARD (WINDSOR DR.) 9m 10.1m

REAR YARD 5.5m 5.5m

SIDE YARD 4.5m 10.1m

LOT AREA

NEW C-STORE HEIGHT 7.5m MAX. 5.7m

AISLE WIDTH 6.7m 8.2m

LOADING 3 x 9.2m 4 x 9.2m

STANDARD PARKING NOT SPECIFIED 10

SIZE 5.6x2.6m            5.6x2.6m

BARRIER-FREE NOT SPECIFIED 1

SIZE 3.7 X 5.6m  4 x 5.6m

OVERALL NUMBER OF SPACES NOT SPECIFIED 11

GENERAL NOTES:
1. ALL ELEVATIONS ARE IN METRES, UNLESS NOTED OTHERWISE.

2. ALL DIMENSIONS ARE IN MILLIMETRES, UNLESS NOTED OTHERWISE.

3. ALL DIMENSIONS AND DESIGN ELEVATIONS MUST BE VERIFIED BY THE

CONTRACTOR PRIOR TO CONSTRUCTION. ANY DISCREPANCIES MUST BE

BROUGHT TO THE ATTENTION OF 7-ELEVEN'S REPRESENTATIVE.

4. THIS DRAWING TO BE USED IN CONJUNCTION WITH 7-ELEVEN STANDARD

DRAWINGS & SPECIFICATIONS.

5. ALL WORK TO BE DONE AS PER STD. 7-ELEVEN SPECIFICATIONS & IN

ACCORDANCE WITH LOCAL & PROVINCIAL REGULATIONS.

6. ALL WORK TO BE DONE BY THE GENERAL CONTRACTOR UNLESS NOTED

OTHERWISE.

7. ALL UNDERGROUND SERVICE MATERIALS AND INSTALLATIONS TO BE IN

ACCORDANCE WITH THE CITY OF PORT MOODY STANDARDS &

SPECIFICATIONS.

8. THE SIGNS SHALL BE IN ACCORDANCE WITH THE MINISTRY OF

TRANSPORTATION MANUAL "UNIFORM TRAFFIC CONTROL DEVICES".

9. ALL CONSTRUCTION SIGNING MUST CONFORM TO THE MINISTRY OF

TRANSPORTATION MANUAL OF "UNIFORM TRAFFIC CONTROL DEVICES".

10. GENERAL CONTRACTOR TO ENGAGE A HYDRO LOCATE COMPANY TO

CONFIRM THE LOCATION OF HIGH VOLTAGE CABLES, PRIOR TO START OF

CONSTRUCTION.

11. ENTRANCES, WALKWAYS, RAMPS, CURB CUTS AND FLUSH THRESHOLD FOR

ACCESS TO AND FROM BUILDING BY DISABLED PERSONS MUST BE

PROVIDED AND CONFORM TO THE B.C BUILDING CODE LATEST EDITION -

BARRIER-FREE DESIGN.

12. ALL EXCESS EXCAVATED DISPOSED MATERIAL WILL BE REMOVED FROM

THE SITE BY THE CONTRACTOR TO AN APPROVED LAND FILL SITE.

13. MAKE GOOD ALL AREA'S DISTURBED DURING CONSTRUCTION.

14. NEW CONCRETE AREAS TO BE SAW CUT.

15. GENERAL CONTRACTOR IS RESPONSIBLE FOR ALL LOCATES BEFORE

CONSTRUCTION START.

16. CONTRACTOR IS TO PAINT NEW ITEMS (7-ELEVEN STANDARD COLOURS

U.N.O.)

- YARD LIGHT POLES - SEAL SKIN, SW7675, SHERCRYL HPA SEMI-GLOXX,

B66T354, PROCRYL METAL PRIMER B66W310

- BOLLARDS - SEAL SKIN, SW7675, SHERCRYL HPA SEMI-GLOXX, B66T354,

PROCRYL METAL PRIMER B66W310

17. CONTRACTOR IS TO REPLACE EXISTING LANDSCAPE ITEMS (TREES,

PLANTINGS, SOD, ETC.) DISTURBED BY THE CONSTRUCTION.

18. CONTRACTOR IS TO SUPPLY OPERATION AND MAINTENANCE MANUALS AS

PART OF CLOSING DOCUMENTS. THE OPERATION AND MAINTENANCE

MANUALS TO BE IN A BINDER FORMAT AND THERE ARE TO BE 3 COPIES

WHICH INCLUDE THE FOLLOWING:

· TABLE OF CONTENTS

· LIST OF SUBCONTRACTORS (DESCRIPTION, ADDRESS, AND TEL./FAX

NUMBER)

· CERTIFICATES (ESA, WSIB CERTIFICATE OF CLEARANCE)

· GUARANTEES (BY GENERAL CONTRACTOR, ALL SUBCONTRACTORS, IE.

PAVING, ELECTRICAL, ETC)

· SHOP DRAWINGS, CUT SHEETS

· AS BUILT DRAWINGS

19. GC IS RESPONSIBLE FOR ALL LOCATES PRIOR TO COMMENCEMENT OF

CONSTRUCTION/DEMOLOTION.

20. SURVEY INFORMATION: BY GLOBAL McELHANNEY DATED OCTOBER 16, 2020,

RECEIVED FROM CLIENT ON 2020-10-16.

          LEGAL DESCRIPTION: LOT 7, DL 233, GROUP 1 NEW WESTMINSTER DISTRICT,

                            PLAN 13859
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GENERAL NOTES

1. INFORMATION FOR THIS DRAWING WAS TAKEN FROM SURVEY BY MCELHANNEY

ASSOCIATES LAND SURVEYING LTD. FILE 2113-03990-00, REV. 2 RECEIVED 2020-10-14.

LEGAL DESCRIPTION: LOT 7, DL 233, GROUP1 NEW WESTMINSTER DISTRICT, PLAN

13859.

2. ALL ELEVATIONS ARE IN METRES, UNLESS NOTED OTHERWISE. ELEVATIONS ARE

REFERRED TO GEODETIC DATUM CVD28GVRD2018 USING MONUMENT 80H2566,

ELEVATION=25.196 METRES AND MONUMENT 77H6933, ELEVATION=25.516 METRES.

2. EXISTING STORM, WATER, AND SANITARY SERVICE INFORMATION HAS BEEN

PROVIDED BY THE SITE TOPOGRAPHIC SURVEY PREPARED BY MCELHANNEY

ASSOCIATES LAND SURVEYING

3. ALL THE CONSTRUCTION WORK FOR THIS PROJECT SHALL COMPLY WITH THE

CURRENT CITY OF PORT MOODY STANDARD DRAWINGS AND SPECIFICATIONS.

4. EXISTING STORM, SANITARY, AND WATER SITE SERVICE INFORMATION, LOCATION

AND INVERTS TO BE FIELD VERIFIED BEFORE CONSTRUCTION.

5. ALL SURFACE DRAINAGE SHALL BE COLLECTED AND DISCHARGED AT A LOCATION

TO BE APPROVED PRIOR TO THE ISSUANCE OF A BUILDING PERMIT.  DRAINAGE OF

ABUTTING PROPERTIES SHALL NOT BE ADVERSELY AFFECTED.

6. PROPOSED ELEVATIONS ALONG SITE PROPERTY LINES MUST MATCH EXISTING

ELEVATIONS, UNLESS PERMISSION IS OBTAINED FROM ADJACENT LAND OWNER.

7. ALL DIMENSIONS MUST BE VERIFIED BY THE GC PRIOR TO CONSTRUCTION. ANY

DISCREPANCIES MUST BE BROUGHT TO THE ATTENTION OF 7-ELEVEN'S

REPRESENTATIVE.

8. THE POSITION OF EXISTING POLE LINES, CONDUITS, WATERMAINS, SEWERS AND

OTHER UNDERGROUND AND ABOVEGROUND UTILITIES, STRUCTURES AND

APPURTENANCES IS NOT NECESSARILY SHOWN ON THE DRAWINGS, AND WHERE

SHOWN, THE ACCURACY OF THE POSITION OF SUCH UTILITIES, STRUCTURES AND

APPURTENANCES IS TO BE CONFIRMED. THE CONTRACTOR SHALL DETERMINE AT

THE TIME OF CONSTRUCTION THE POSSIBILITY OF UTILIZING ALL SUCH UTILITIES,

STRUCTURES AND APPURTENANCES. THE CONTRACTOR SHALL INFORM AND

SATISFY THEMSELVES OF THE EXACT LOCATION OF ALL SUCH UTILITIES,

STRUCTURES AND APPURTENANCES AND ASSUME ALL LIABILITY FOR DAMAGE TO

THEM DURING CONSTRUCTION.

9. CONTRACTOR IS RESPONSIBLE FOR LOCATING AND PROTECTING ALL UTILITIES AND

MUNICIPAL SERVICES (WATER, SANITARY & STORM) DURING CONSTRUCTION. ALL

EXISTING INVERTS MUST BE CONFIRMED AND VERIFIED PRIOR TO CONSTRUCTION.

ANY DISCREPANCIES MUST BE REPORTED TO EXP SERVICES INC.

10. A CONSTRUCTION  FENCE MUST BE PLACED AROUND THE PERIMETER OF THE

CONSTRUCTION SITE.

11. ALL CATCH BASIN LEADS TO HAVE RUBBER GASKETS WHERE CONNECTING TO

MAINS.

12. ALL PIPE SIZES ARE IN MILLIMETERS AND ALL DIMENSIONS IN METERS UNLESS

OTHERWISE STATED

13. ALL STORM SERVICES TO BE PVC DR35 EXCEPT WHERE NOTED.

4. BEDDING SHALL BE IN ACCORDANCE WITH MMCD STANDARD DETAIL DRAWING G4

AND WITH MMCD SECTION 31 23 01 EXCAVATING, TRENCHING AND BACKFILLING.

5. ALL EXCAVATIONS ARE TO BE IN ACCORDANCE TO THE BRITISH COLUMBIA

OCCUPATIONAL HEALTH AND SAFETY CODE, MOST RECENT ADDITION.

6. PIPES NO LONGER IN USE TO BE DECOMMISSIONED PER CITY OF PORT MOODY

STANDARDS

7. ALL MANHOLES SHALL BE SIZED IN ACCORDANCE WITH MMCD STANDARD DETAIL

DRAWING S1. MANHOLES WITH DEPTHS OF 3m OR GREATER SHALL HAVE A MINIMUM

INSIDE DIAMETER OF 1200mm.

STORM SEWER

1. CONTRACTOR IS RESPONSIBLE FOR SUPPLYING ADDITIONAL BEDDING AND/OR

STRONGER PIPE IF ACTUAL TRENCH WIDTHS EXCEED DESIGN WIDTHS.

2. BENCHING IN MANHOLES AND CATCHBASIN MANHOLES IS TO EXTEND UP TO THE

SPRINGLINE OF THE PIPE.

3. CATCH BASIN AND MANHOLE RIMS IN PARKING LOTS TO BE SET AT FINAL ASPHALT

GRADE.

SANITARY SEWER

1. CONTRACTOR IS RESPONSIBLE FOR SUPPLYING ADDITIONAL BEDDING AND/OR

STRONGER PIPE IF ACTUAL TRENCH WIDTHS EXCEED DESIGN WIDTHS.

2. ALL PIPE INSTALLED SHALL BE MADE AS WATERTIGHT AS POSSIBLE USING RUBBER

GASKET.

3. ALL SANITARY MANHOLES SHALL BE MADE AS WATERTIGHT AS POSSBILE

WATERMAIN

1. ALL MATERIAL AND CONSTRUCTION METHODS TO BE IN ACCORDANCE WITH THE

CURRENT BRITISH COLUMBIA PROVINCIAL AND CITY OF PORT MOODY MUNICIPAL

STANDARDS AND SPECIFICATIONS.

2. NO GAS MAIN, ELECTRIC OR TELEPHONE DUCT OR OTHER UTILITY LINE SHALL BE

INSTALLED IN THE SAME TRENCH WITH WATER MAINS.

3. WHERE IT IS NECESSARY FOR THE WATER MAIN TO CROSS OTHER UNDERGROUND

SERVICES, THE SEWER SHALL BE BELOW THE WATERMAIN WITH A MINIMUM

CLEARANCE, FROM INVERT OF THE WATERMAIN TO THE CROWN OF THE SEWER

MAIN, 0.5m.

4. WATER SERVICES AND APPURTENANCES SHALL BE INSTALLED IN ACCORDANCE

WITH THE CITY OF PORT MOODY STANDARD DETAIL DRAWINGS.
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GENERAL NOTES

1. INFORMATION FOR THIS DRAWING WAS TAKEN FROM SURVEY BY MCELHANNEY

ASSOCIATES LAND SURVEYING LTD. FILE 2113-03990-00, REV. 2 RECEIVED 2020-10-14.

LEGAL DESCRIPTION: LOT 7, DL 233, GROUP1 NEW WESTMINSTER DISTRICT, PLAN

13859.

2. ALL ELEVATIONS ARE IN METRES, UNLESS NOTED OTHERWISE. ELEVATIONS ARE

REFERRED TO GEODETIC DATUM CVD28GVRD2018 USING MONUMENT 80H2566,

ELEVATION=25.196 METRES AND MONUMENT 77H6933, ELEVATION=25.516 METRES.

3. ALL THE CONSTRUCTION WORK FOR THIS PROJECT SHALL COMPLY WITH THE

CURRENT CITY OF PORT MOODY STANDARD DRAWINGS AND SPECIFICATIONS AND

THE MMCD STANDARDS AND SPECIFICATION.

4. ALL SURFACE DRAINAGE SHALL BE COLLECTED AND DISCHARGED AT A LOCATION

TO BE APPROVED PRIOR TO THE ISSUANCE OF A BUILDING PERMIT.  DRAINAGE OF

ABUTTING PROPERTIES SHALL NOT BE ADVERSELY AFFECTED.

5. PROPOSED ELEVATIONS ALONG SITE PROPERTY LINES MUST MATCH EXISTING

ELEVATIONS, UNLESS PERMISSION IS OBTAINED FROM ADJACENT LAND OWNER.

6. ALL DIMENSIONS MUST BE VERIFIED BY THE GC PRIOR TO CONSTRUCTION. ANY

DISCREPANCIES MUST BE BROUGHT TO THE ATTENTION OF 7-ELEVEN'S

REPRESENTATIVE.

7. THE POSITION OF EXISTING POLE LINES, CONDUITS, WATERMAINS, SEWERS AND

OTHER UNDERGROUND AND ABOVEGROUND UTILITIES, 

STRUCTURES AND APPURTENANCES IS NOT NECESSARILY SHOWN ON THE

DRAWINGS, AND WHERE SHOWN, THE ACCURACY OF THE 

POSITION OF SUCH UTILITIES, STRUCTURES AND APPURTENANCES IS TO BE

CONFIRMED. THE CONTRACTOR SHALL DETERMINE AT THE TIME

OF CONSTRUCTION THE POSSIBILITY OF UTILIZING ALL SUCH UTILITIES,

STRUCTURES AND APPURTENANCES. THE CONTRACTOR SHALL

INFORM AND SATISFY THEMSELVES OF THE EXACT LOCATION OF ALL SUCH

UTILITIES, STRUCTURES AND APPURTENANCES AND ASSUME ALL

LIABILITY FOR DAMAGE TO THEM DURING CONSTRUCTION.

8. CONTRACTOR IS RESPONSIBLE FOR LOCATING AND PROTECTING ALL UTILITIES AND

MUNICIPAL SERVICES (WATER, SANITARY & STORM) DURING CONSTRUCTION. ALL

EXISTING INVERTS MUST BE CONFIRMED AND VERIFIED PRIOR TO CONSTRUCTION.

ANY DISCREPANCIES MUST BE REPORTED TO EXP SERVICES INC.

9. A CONSTRUCTION  FENCE MUST BE PLACED AROUND THE PERIMETER OF THE

CONSTRUCTION SITE.

SITE GRADING AND PARKING LOT NOTES

1. ALL DIMENSIONS AND ELEVATIONS TO BE VERIFIED PRIOR TO CONSTRUCTION AND

ANY DISCREPANCIES FOUND PRIOR TO OR DURING CONSTRUCTION SHALL BE

VERIFIED WITH THE ENGINEER

2. THIS PLAN SHOULD BE READ IN CONJUNCTION WITH ALL OTHER CONSULTANT'S

PLANS. ANY DISCREPANCIES SHALL BE CLARIFIED PRIOR TO CONSTRUCTION.

INFORMATION RELATED TO DIMENSIONS FOR PRIVATE ROAD, PARKING, CURBING

AND SETBACKS SHALL BE TAKEN FROM THE SITE PLAN.

3. PROPOSED CURB SHALL BE PER MMCD STANDARD DETAIL DRAWING C4 AND THE

CITY OF PORT MOODY STANDARDS UNLESS OTHERWISE SHOWN ON GRADING PLAN.

WHERE THERE IS A DROPPED CURB FOR THE SWALE, CURBING SHALL BE PER

MMCD STANDARD DETAIL DRAWING C4.

4. HOT MIX ASPHALT, BASE, SUBBASE, AND ALL REQUIRED MATERIAL SHALL CONFORM

TO CITY OF PORT MOODY DESIGN GUIDELINES AND THE MMCD STANDARDS AND

SPECIFICATIONS. HANDLING, PLACEMENT AND COMPACTION SHALL BE IN

ACCORDANCE WITH THE CITY OF PORT MOODY  DESIGN GUIDELINES AND THE

MMCD STANDARDS AND SPECIFICATIONS.

5. GRANULAR SUB-BASE AND BASE MATERIALS SHOULD BE UNIFORMLY COMPACTED

TO AT LEAST 95% M.P.M.D.D. IN LIFTS OF 75MM OR LESS AS PER THE MMCD

STANDARDS AND SPECIFICATIONS.

6. THE SUBGRADE SHALL BE CAREFULLY PROOF ROLLED TO A SMOOTH SURFACE AND

SLOPED TOWARDS THE CATCHBASINS TO PREVENT PONDING OR ENTRAPMENT OF

WATER IN THE SUB-BASE.

7. ALL DISTURBED AREAS TO BE RESTORED TO EXISTING CONDITION OR BETTER

NOTE

1. FOR LANDSCAPING DETAILS REFER TO DRAWING

L-01 PREPARED BY EXP SERVICES INC.
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SIGNAGE IS UNDER SEPARATE PERMIT.

VERIFY QUANTITY AND LOCATION OF

SIGNAGE ALLOWED

43'-3"

[13190 mm]

GUARD POSTS

SUPPLIED BY GC

1. CANOPY COLUMN - P8 - EGGSHELL WHITE

2. INTERCOM CALL BOX. MECHANICALLY FASTENED

TO COLUMN. MOUNT AT 46"  [1168 mm] MAX. ABOVE

SLAB TO BUTTON.

3. WASH BUCKET - ADA MOUNTING HEIGHT TO BE

MAX. 48" [1219 mm] FROM GRADE TO PAPER TOWEL

OPENING

4. FIRE EXTINGUISHER - ADA MOUNTING HEIGHT TO

BE MAX. 48" [1219 mm] FROM GRADE TO FIRE

EXTINGUISHER

5. DOWNSPOUT FROM CANOPY TO TIE INTO STORM

DRAIN WHEN AVAILABLE AND TO DRAIN OUT OF

COLUMN PARALLEL TO AND AWAY FROM

DISPENSER IN ALL OTHER CASES

6. OVERFLOW PROTECTION AS REQUIRED. SEE

CANOPY DRAWINGS AND SPECIFICATIONS.

7. GASOLINE CANOPY, SEE MANUFACTURER'S

DRAWINGS AND SPECIFICATIONS FOR DETAILS OF

CONSTRUCTION.

8. N/A

9. ILLUMINATED LOGO SIGNS UNDER SEPARATE

PERMIT.   VERIFY QUANTITY AND LOCATION OF

SIGNS ALLOWED.

10. FUELING POSITION NUMBER.

11. REF 1-G5 FOR DISPENSER TYPE

12. FIRE EXTINGUISHER CABINET MOUNTED ON SIDE

OF COLUMN REF PLAN FOR LOCATION

13. CAMERA MOUNTED AT 12'-0" [3658 MM] ABOVE

FINISHED SLAB

14.  TUBULAR SPILL KIT - COORDINATE INSTALLATION

       WITH SEI PROJECT MANAGER (LOCATION VARIES BY

       DISPENSER ARRANGEMENT AND QUANTITY).

       INSTALL BLACK METAL BRACKET INTO CONCRETE.

       MOUNT TUBULAR SPILL KIT TO BRACKET USING

       HARDWARE KIT PROVIDED.

1. GRADES AROUND DISPENSERS AND CANOPY TO

BE SHOT TO PREVENT PONDING AROUND THE

DISPENSERS.  CONTRACTOR  TO REMOVE AND

REPAIR PAVEMENT IF PONDING OCCURS.

2. NO CONDUITS OR DOWNSPOUTS ON EXTERIOR OF

CANOPY COLUMNS.

3 REFER TO DEVELOPER'S GRADING PLAN FOR

          FINAL ELEVATIONS.
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